
 

THE CITY OF WEST JORDAN, UTAH 

 

ORDINANCE NO. 26-04 

AN ORDINANCE AMENDING THE 2009 WEST JORDAN CITY CODE; 

AMENDING SECTIONS 13-12-1 THROUGH 13-12-7,  

TO BE RENUMBERED AS SECTIONS 13-12-1 THROUGH 13-12-8, 

REGULATING OFF-STREET PARKING, INCLUDING PARKING LOT STANDARDS 

 

WHEREAS, the City of West Jordan (“City”) adopted West Jordan City Code (“City Code”) in 
2009; and the City Council of the City (“Council” or “City Council”) desires to amend City Code Sections 

13-12-1 through 13-12-7 inclusive, to be renumbered as Sections 13-12-1 through 13-12-8 (regulating off-

street parking, including parking lot standards), to be collectively referred to as “proposed City Code 

amendments”; and 

WHEREAS, the Planning Commission of the City (“Planning Commission”) held a public hearing 
and provided a recommendation on October 7, 2025, regarding the proposed City Code amendments; and 

determined the following, pursuant to City Code Section 13-7D-6B: 

      1.   The proposed City Code amendments conform to the General Plan and are consistent with the 

adopted goals, objectives and policies described therein; 

      2.   The proposed City Code amendments are appropriate given the context of the request and there is 

sufficient justification for a modification to the land use titles; 

      3.   The proposed City Code amendments will not create a conflict with any other section or part of the 

land use titles or the General Plan; and 

      4.   The proposed City Code amendments do not relieve a particular hardship, nor do they confer any 

special privileges to a single property owner or cause, and they are only necessary to make a modification 

to the land use titles in light of corrections or changes in public policy; and 

 WHEREAS, the City Council held a public hearing on December 2, 2025, and another public 

meeting on February 10, 2026, regarding the proposed City Code amendments, and finds it to be in the best 

interest of the public health, safety, and welfare of the residents of the City to adopt the proposed City Code 

amendments. 

NOW THEREFORE, BE IT ORDAINED BY THE CITY COUNCIL OF THE CITY OF WEST 

JORDAN, UTAH AS FOLLOWS: 

 Section 1.  Approval of proposed City Code amendments.  The proposed City Code amendments 

are approved, as shown in Attachments A (legislative version) and B (clean version) to this Ordinance.   

 Section 2.  Severability.  If any provision of this Ordinance is declared to be invalid by a court of 

competent jurisdiction, the remainder shall not be affected thereby. 

Section 3.  Effective Date.  This Ordinance shall become effective immediately upon posting or 

publication as provided by law and upon (i) the Mayor signing the Ordinance, (ii) the City Council duly 

overriding the veto of the Mayor as provided by law, or (iii) the Mayor failing to sign or veto the Ordinance 

within fifteen (15) days after the City Council presents the Ordinance to the Mayor. 

 

 



 

 

PASSED BY THE CITY COUNCIL OF THE CITY OF WEST JORDAN, UTAH, THIS 10TH DAY 

OF FEBRUARY 2026. 

 

CITY OF WEST JORDAN 

 

 

By: ________________________________ 

          Bob Bedore 

      Council Chair 

ATTEST: 

 

 

_______________________________ 

Cindy M. Quick, MMC 

Council Office Clerk 

 

 

Voting by the City Council                                             "YES"        "NO" 

Chair Bob Bedore                       ☒  ☐ 

Vice Chair Jessica Wignall            ☒  ☐ 

Council Member Annette Harris ☒  ☐ 

Council Member Kayleen Whitelock ☒  ☐ 

Council Member Zach Jacob                       ☒  ☐ 

Council Member Chad Lamb                      ☐  ☒ 

Council Member Kent Shelton                                    ☒  ☐ 

 

 

PRESENTED TO THE MAYOR BY THE CITY COUNCIL ON FEBRUARY 26, 2026 

Mayor’s Action: ______ Approve        ______ Veto 

 

 

By: _____________________________ ___________________    

               Mayor Dirk Burton    Date 

 
ATTEST:        

 

____________________________________ 

Tangee Sloan, MMC, UCC 

City Recorder 

  

 

 

 

 

Bob Bedore (Mar 17, 2026 12:05:36 MDT)

Mar 17, 2026

X



 

STATEMENT OF APPROVAL/PASSAGE (check one) 

 

 ______ The Mayor approved and signed Ordinance No. 26-04. 

 

 

______ The Mayor vetoed Ordinance No. 26-04 on __________________ and the 

             City Council timely overrode the veto of the Mayor by a vote of _____ to _____. 

 

 

______ Ordinance No. 26-04 became effective by operation of law without the  

             Mayor’s approval or disapproval.  
 

 

____________________________________ 

Tangee Sloan, MMC, UCC 

City Recorder 

 

 

 

CERTIFICATE OF PUBLICATION 

 

I, Tangee Sloan, certify that I am the City Recorder of the City of West Jordan, Utah, and that a 

short summary of the foregoing ordinance was published on the Utah Public Notice Website on the _______ 

day of _______________________ 2026. The fully executed copy of the ordinance is retained in the Office 

of the City Recorder pursuant to Utah Code Annotated, 10-3-711. 

 

 

____________________________________ 

Tangee Sloan, MMC, UCC 

City Recorder 

 

 

 

[Attachments on the following pages.] 
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Attachments A and B to 

ORDINANCE NO. 26-04 

AN ORDINANCE AMENDING THE 2009 WEST JORDAN CITY CODE; 

AMENDING SECTIONS 13-12-1 THROUGH 13-12-7,  

TO BE RENUMBERED AS SECTIONS 13-12-1 THROUGH 13-12-8, 

REGULATING OFF-STREET PARKING 

 

Attachment A – Legislative Version 

 

Attachment B - Clean Version 

 

[See the following pages.] 

 



 

Attachment A to Ordinance 26-04 (Legislative Text) – Parking Lot Standards 1 

 2 

[Add to existing Definitions] 3 

13-2-3: DEFINITIONS:  4 

PARKING, REQUIRED: The number of parking spaces required, by use, by this title. 5 

INSTITUTIONAL USE: A nonprofit or quasi-public use, such as a religious institution, library, 6 

public or private school, hospital, or government-owned or government-operated structure 7 

or land used for public purpose. 8 

SPECIAL EVENT: Circuses, rodeos, fairs, carnivals, festivals, or other types of special events 9 

that run for longer than one day but not longer than two weeks and are intended to or likely 10 

to attract substantial crowds. 11 

 12 

[Amend and Renumber Existing Sections] 13 

CHAPTER 12 14 

OFF STREET OFF-STREET PARKING 15 

SECTION: 16 

13-12-1: Purpose And Scope 17 

13-12-2: Provision Of Parking 18 

13-12-3: Required Number Of Parking Spaces 19 

13-12-4: Modification Of Parking Provisions For Large Scale Developments 20 

13-12-5: Parking Lot Location 21 

13-12-6: Parking and Storage Area Requirements for Specific Uses 22 

13-12-67: Parking Lot And Residential Driveway Design Standards 23 

13-12-78: Required Parking Space And Parking Module Dimensions 24 

 25 

13-12-1: PURPOSE AND SCOPE: 26 

   A. Purpose: This chapter establishes standards for and maintenance of adequate but not 27 

excessive off street off-street parking for vehicles used by persons expected to come to an 28 

establishment at any time under normal conditions for any purpose, whether as patrons, 29 

customers, guests, employees or otherwise. The parking areas shall include vehicle access 30 



 

and off street standing areas. This chapter is also intended to result in easily accessed 31 

parking areas that are attractively landscaped to improve their appearance and to avoid 32 

negative environmental impacts associated with large areas of paved surfaces. The term 33 

“parking” is defined in section 13-2-3. 34 

   B.   Applicability: Except as expressly provided elsewhere in this title, this chapter is 35 

applicable to any development requiring automobile or vehicular access and parking, 36 

including, but not limited to, commercial, office, manufacturing, multi-family, and single-37 

family residential developments. (2001 Code § 89-6-601; amd. 2009 Code; Ord. 10-20, 7-38 

28-2010; Ord. 13-17, 4-24-2013) 39 

 40 

13-12-2: PROVISION OF PARKING: 41 

   A.   Parking Required: Each person who establishes a use under this title described in this 42 

chapter shall provide, or cause to be provided, the off-street parking required by this 43 

chapter, except where the city has established permanent parking areas or facilities for a 44 

community purpose or where the city has specifically provided for alternative parking 45 

requirements or restrictions for a particular zone or overlay district. 46 

   B.   Continued Obligation To Provide Parking Spaces: Compliance with this chapter is a 47 

continuing obligation so long as the use continues. It shall be unlawful for any owner of any 48 

building or for any person responsible for providing parking to discontinue or dispense 49 

with required parking facilities without providing some other vehicle parking area which 50 

meets the requirement of this chapter. 51 

   C.   Nonconforming Parking Facilities: Any use of property which on the effective date of 52 

this title, or of any subsequent amendment thereto, is nonconforming only as to the 53 

regulations relating to off street off-street parking facilities may continue in the same 54 

manner as if the parking facilities were conforming. Such existing parking facilities shall 55 

not be further reduced. Any reconstruction, alteration or other change in use shall be 56 

subject to the provisions of this chapter. (2001 Code § 89-6-602; amd. 2009 Code; Ord. 10-57 

20, 7-28-2010) 58 

 59 

13-12-3: REQUIRED NUMBER OF PARKING SPACES: 60 

   A.   Generally: This section establishes the number of parking spaces to be provided for 61 

any building , structure , improvement or use hereafter constructed, reconstructed or 62 

enlarged. The abbreviation "GFA" means "gross floor area". Any fractional parking space 63 

requirement shall be rounded up to the next whole number. 64 

   B.   Table Of Required Parking Spaces: 65 

Use Parking Required 

Use Parking Required 

Automotive repair 4 spaces per service bay 



 

Banks 1 space per 400 square feet of GFA 

Barbershops and beauty shops 1 space per 200 square feet of GFA 

Bowling alleys 4.25 spaces per alley 

Car wash 1 space per employee 

Churches 1 space per 5 seats in chapel or assembly area; or 1 

space per 100 square feet of assembly area with no 

fixed seating 

Convenience stores 1 space per 150 square feet of GFA 

Daycare, nursery schools 1 space per employee 

Dwellings:  

General facilities for elderly 

persons not located within the 

senior housing overlay district 

11/2 spaces per unit (additional spaces may be 

required based on specific uses) 

Multiple-family:  

1 bedroom 11/2 spaces 

2 bedroom 2 spaces 

3 bedroom 21/2 spaces 

 1 guest space per 4 units 

One-family and two-family 2 garage spaces per unit 

Senior housing overlay district:  

Facilities where beds are 

provided for residents rather 

than dwelling units, such as 

convalescent care facility or 

mental health care facility for 

elderly persons: 

 

Employee parking 1 space per employee on the maximum shift 

Resident parking 0.5 space per bed 

Multi-family:  

Employee parking 1 space per employee on the maximum shift 

Guest parking 1 space per 8 units 

Resident parking 1.25 spaces per unit 

Single-family, detached or 

attached and two-family: 

 

Employee parking 1 space per employee on the maximum shift 

Resident parking 2 spaces per unit 



 

Fire stations: 2 spaces for each firefighter on the highest 

employment shift 

For stations which include 

administrative offices 

1 additional space per 400 square feet of GFA 

devoted to offices 

For stations with meeting or 

training rooms intended to be 

used by the general public or 

personnel from other fire 

stations 

1 additional space per 50 square feet of the area of 

the meeting room 

Fitness center, health clubs and 

gyms 

1 space per 150 square feet of GFA 

Funeral homes, mortuaries 1 space per 50 square feet of assembly rooms 

Furniture and appliance stores 1 space per 600 square feet of GFA 

General assembly, including 

stadiums, sports arenas, 

auditoriums, stage theaters, 

convention or meeting rooms 

1 space per 3 seats; and 1 space per 100 square feet 

of assembly area without fixed seats 

Golf course driving range 1 space per station if a primary use; or 2/5 of 1 space 

per station if accessory to a golf course 

Golf courses (regulation and 

miniature) 

40 spaces per 9 holes 

Home improvement, lumber and 

hardware stores 

1 space per 400 square feet of GFA 

Hospitals 1 space per 4 beds; and 1 space per 2 employees; and 

1 space per doctor on staff 

Hotels, motels, bed and breakfast 

facility 

1 space per sleeping unit (including caretaker unit) 

Indoor animal training 1 parking space per 200 square feet of GFA devoted 

to the use 

Indoor recreation and 

entertainment, or athletic field 

70 parking spaces for every playing field 

  

1 space per 100 square feet of GFA 

Kennel 1 space per 250 square feet of gross floor area 

devoted to the use 

Large machine repair 1 space per 800 square feet; or 1 space per employee, 

whichever is greater 

Large truck or recreation vehicle 

repair 

1 space per 800 square feet, or 1 space per employee, 

whichever is greater 

Libraries, museums, art galleries 

and similar cultural facilities 

1 space per 300 square feet of GFA 



 

Lodges and fraternal clubs 1 space per 3 seats; and 1 space per 100 square feet 

of assembly area without fixed seats 

Manufacturing uses and research 

facilities 

1 space per 800 square feet of GFA 

Medical, dental and veterinary 

offices and clinics 

1 space per 150 square feet for first 5,000 square feet 

of GFA 

  

1 space per 200 square feet for next 10,000 square 

feet of GFA 

  

1 space per 250 square feet for area over 15,000 

square feet of GFA 

Ministorage facilities 2 spaces per 50,000 square feet of gross storage area 

  

1 space per resident manager or other employee 

Mixed use structure or 

development 

As per individual uses and modified allowances 

permitted under this title 

Motor vehicle sales 1 space per employee; and 1 space per 1,200 square 

feet of gross sales area 

Movie theaters 1 space per 6 seats up to 800 seats; and 1 space per 8 

seats over 800 seats 

Nursing homes and similar 

facilities 

1 space per 3 beds; and 1 space per employee 

Personal instruction services 1 space per 200 square feet of GFA 

Plant nurseries 1 space per employee; and 1 space per 1,500 square 

feet for outside plant area 

Professional office - multi-story 

buildings or buildings or 

complexes of more than 100,000 

square feet 

1 space per 350 square feet for the first floor 

  

1 space per 400 square feet for the basement and 

floors 2 through 5 

  

1 space per 500 square feet for floors 6 and above 

Professional offices and services 1 space per 400 square feet of GFA 

Recreation centers, swimming 

pools, skating rinks and similar 

uses 

1 space per 6 persons based on capacity load 

Restaurants 1 space per 4 seats, including counter seating; or, 1 

space per 100 square feet of floor area, whichever is 

greater. For accessory outdoor dining, 1 space per 

200 square feet of outdoor dining area, except that 

where the outdoor dining is less than or equal to 25 



 

percent of the indoor GFA of the restaurant, no 

additional parking is required 

Retail, general use 1 space per 200 square feet of sales area 

  

1 space per 800 square feet of storage or other area 

Schools 1 space per employee; and 1 space per 3 students of 

driving age; and 1 space per 10 seats for school 

auditoriums, arenas or stadiums (nonelementary 

school) 

Shopping centers See section 13-12-4 of this chapter 

Telemarketing services 0.8 space per employee 

Warehouse and wholesale 

storage 

1 space per employee on the maximum shift or 1 

space per 4,000 square feet, whichever is greater 

Other uses not listed As determined by the zoning administrator based on 

the most similar use listed herein or on standards 

typical for other cities in the region 

  

  66 

   C.   Handicap Accessible Spaces: Spaces for disabled persons shall be provided as specified 67 

in the table below. All accessible spaces shall be located as near as possible to the main 68 

public or primary entrance of a single building or centrally located, where practical, in 69 

parking lots that serve more than one building. 70 

Total Required Parking Required Number Of Accessible Spaces 

Total Required Parking Required Number Of Accessible Spaces 

  

1 to 25 1 

26 to 50 2 

51 to 75 3 

76 to 100 4 

101 to 150 5 

151 to 200 6 

201 to 300 7 

301 to 400 8 

401 to 500 9 

501 to 1,000 2 percent of total 

1,001 and over 20, plus 1 for each 100 over 1,000 



 

  

  71 

   D.   Stacking : Stacking or queuing spaces shall be provided as follows: 72 

  73 

Bank drive-through 4 spaces per outdoor teller 

Car wash:  

Automatic wash (accessory use) 6 spaces per bay 

Automatic wash (primary use) 15 spaces per bay 

Self-wash facility 3 spaces per bay 

Restaurant drive-through 6 spaces per drive-through lane 

  74 

   E.   Standing And Passenger Loading: Daycares, hotels, schools, convention centers, and 75 

other places for public assembly shall provide at least one safe, properly signed off street 76 

off-street passenger loading area. Such passenger loading areas shall be located at the point 77 

of primary pedestrian access from the parking area to the adjacent building, or buildings, 78 

and shall be designed in such a manner that vehicles waiting in the loading area do not 79 

impede vehicular circulation in the parking area. 80 

   F.   Off Street Off-Street Loading: Spaces for off street off-street loading shall be required 81 

as follows for all buildings exceeding twenty five thousand (25,000) square feet and used 82 

for retail, office, industrial, hospital, storage warehousing (not self-service warehouses), 83 

and similar uses: 84 

GFA Of Building 85 

(Square Feet) 86 

Number Of Berths 87 

GFA Of Building 88 

(Square Feet) 89 

Number Of Berths 90 

25,000 to 40,000 91 

1 92 

40,001 to 100,000 93 

2 94 

100,001 to 160,000 95 



 

3 96 

160,001 to 240,000 97 

4 98 

240,001 to 320,000 99 

5 100 

320,001 to 400,000 101 

6 102 

For each additional 90,000 103 

Add 1 berth 104 

  105 

   G.   Tandem parking: Although permitted for parking that is not required, tandem parking 106 

spaces may only be counted as required parking spaces where allowed by state law, 107 

including Utah Code section 10-20-618(4)(b), or where approved by the planning 108 

commission in the following instances: 109 

      1.   Multiple-family dwellings with garages. 110 

      2.   Where valet parking services are approved by the planning commission. 111 

   H.   Recreational Vehicle Parking: Except as otherwise provided in this title with respect 112 

to a TSOD, each multiple-family , condominium , and attached or detached, single-family 113 

residential development with lots less than six thousand (6,000) square feet shall provide 114 

recreational vehicle storage areas for one recreational vehicle for every twenty (20) units 115 

or lots within the development , unless the premises is subject to restrictive covenants or 116 

other acceptable means of limiting the parking of such vehicles. Such area shall be lighted, 117 

fully enclosed and screened with a solid decorative masonry enclosure with an opaque 118 

gate, paved, constructed with an all weather surface and include perimeter landscaping . 119 

   IH.   Parking In Nondesignated Areas Prohibited: 120 

      1.   Parking in nondesignated areas including, but not limited to, park strips, and 121 

landscaped areas is prohibited. (2001 Code § 89-6-603; amd. 2009 Code; Ord. 09-12, 4-14-122 

2009; Ord. 10-20, 7-28-2010; Ord. 11-03, 2-9-2011; Ord. 11-35, 11-22-2011; Ord. 13-17, 4-123 

24-2013; Ord. 16-13, 3-9-2016) 124 

 125 

 126 

 127 

 128 



 

13-12-4: MODIFICATION OF PARKING PROVISIONS FOR LARGE SCALE DEVELOPMENTS: 129 

The minimum parking standards may be modified by the Planning Commission or Zoning 130 

Administrator for large scale developments as listed below. A parking analysis may be 131 

required for developments seeking a reduction in parking standards. 132 

   A.   Retail, Office, Industrial, And Mixed Use Developments : 133 

      1.   The Zoning Administrator may restrict or limit the total number of parking spaces to 134 

be provided in a large scale retail, office or mixed use development based on the following 135 

factors: 136 

         a.   The total number of spaces that would otherwise be required for each individual 137 

establishment in the development; 138 

         b.   The hours of operation for each establishment in the development ; 139 

         c.   Shared parking availability; 140 

         d.   Availability of approved on-street parking; 141 

         e.   Proximity to transit stations; and 142 

         f.   Car or van pooling programs. 143 

      2.   The Zoning Administrator may allow compact parking spaces if it is determined that 144 

sufficient controls exist to allow an employer to assign parking spaces to employees. 145 

   B.   Multi-Family, Senior Housing Overlay Developments Or Planned Residential 146 

Developments: The total number of parking spaces required for multi-family, senior 147 

housing overlay developments or planned residential developments shall be determined by 148 

the Planning Commission based on the following factors: 149 

      1.   Size of housing units by number of bedrooms; 150 

      2.   Cost range of units proposed; 151 

      3.   Owner /tenant characteristics and lifestyle (i.e., singles, couples, families, 152 

professionals, retired, elderly, etc.); 153 

      4.   Examination of existing comparable projects; 154 

      5.   Size of project; 155 

      6.   Special parking requirements for visitors and recreational vehicles; 156 

      7.   Proximity to transit stations; 157 

      8.   Transportation alternatives; 158 

      9.   Workplace relationships; 159 

      10.   Handicap requirements; 160 



 

      11.   Restrictive covenants; and 161 

      12.   Availability of approved on-street parking for required guest parking. (2001 Code § 162 

89-6-604; amd. 2009 Code; Ord. 10-09, 2-24-2010; Ord. 11-03, 2-9-2011) 163 

 164 

13-12-5:   PARKING LOT LOCATION: 165 

   A.   On site On-site: 166 

      1.   Except for parking within a TSOD or as permitted below as off site off-site parking , 167 

all required parking shall be located on the same parcel of land with the use to which it is 168 

appurtenant or on common areas in the same development . Parking lots or structures shall 169 

be located at the rear or sides of buildings whenever possible. All parking lots and 170 

structures shall be substantially screened from adjacent streets and neighboring lots. 171 

Landscaping , fences, designed berms, walls, screening structures, or a combination of 172 

these, can be used to provide the needed screening. All required screening shall be 173 

provided on site on-site. Screening shall be a minimum of three feet (3') in height when 174 

measured from the adjacent parking lot grade, except in clear vision zones where screening 175 

shall not exceed two feet (2') in height. 176 

      2.   Parking lot screening that is only provided by landscape planting shall be of a 177 

material capable of providing a solid visual barrier within two (2) years of the time of 178 

planting. Species, installation sizes and irrigation systems will be evaluated for 179 

conformance with this requirement prior to final approval of the landscape plan . 180 

   B.   Off site Off-site: Where there are practical difficulties in providing on site on-site 181 

parking or if public safety or convenience, or both, would be better served by locating 182 

parking on an alternative site, the Zoning Administrator may authorize an off site off-site 183 

location subject to the following conditions: 184 

      1.   The parking spaces are located on land in the same ownership as that of the land on 185 

which the use is located. 186 

      2.   A pedestrian entrance to the land use that the parking will serve is located within six 187 

hundred feet (600') 600 feet of the parking space, by the shortest route of effective 188 

pedestrian access. 189 

      3.   The off site off-site parking shall be conveniently usable without causing: 190 

         a.   Hazard to pedestrians; 191 

         b.   Hazard to vehicular traffic; 192 

         c.   Traffic congestion; 193 

         d.   Interference with safe and convenient access to other parking areas in the vicinity; 194 

         e.   Detriment to the appropriate use of business property in the vicinity; and 195 



 

         f.   Detriment to any residential neighborhood. 196 

   C.   Joint, Common Or Shared Use : Common or shared use of parking facilities is 197 

permitted, provided the following are met: 198 

      1.   The shared parking area is contiguous to the property of the land uses it will serve; 199 

      2.   The joint use of such facilities is assured by the recording of covenants; and 200 

      3.   Either of the following conditions apply: 201 

         a.   The total of all parking spaces when used together, shall not be less than the sum of 202 

the various uses computed separately; or 203 

         b.   The shared parking facilities allow for separate daytime/nighttime uses. 204 

   D.   Temporary Parking Areas: Temporary parking areas may be approved for special 205 

events if the following conditions are met: 206 

      1.   Compacted road base, gravel or recycled asphalt is provided; and 207 

      2.   Markers are provided which designate the temporary parking area. 208 

   E.   Parking Restrictions In Single-Family And Duplex Areas: 209 

      1.   No required parking shall be located in the required front yard or corner lot  side 210 

yard area. All driveways leading to required parking shall be constructed of concrete or 211 

asphalt. Additional parking spaces are permitted, provided all parking and maneuvering 212 

areas within required front and rear yards shall not exceed fifty percent (50%) of the area 213 

of the required front and rear yards. 214 

      2.   Other parking areas within any front, side, corner side, or rear yard shall have a 215 

parking surface constructed of asphalt, concrete, grasscrete, a minimum three-fourth inch 216 

(3/4") or larger gravel mix, pavers, permeable asphalt or concrete, rock, stone, turf  block  217 

or any combination of the aforementioned materials and shall be kept free of weeds and 218 

debris. Gravel, gravel mix, crushed rock and stone shall have a minimum depth of four 219 

inches (4") and shall be kept free of dirt, weeds and debris. Tracking of dust, mud and dirt 220 

onto public or private streets from parking areas is prohibited. Notwithstanding the above 221 

requirements, the parking and maneuvering area in a front yard  shall not be required to be 222 

less than eighteen feet (18') in width. 223 

      3.   Any vehicles parked in required side or rear yards shall be screened from any street 224 

right-of-way by fencing or vegetation that is sufficient to screen not less than eighty 225 

percent (80%) of such vehicles. 226 

      4.   When a driveway is used for access to a rear parking area in an R-3 Zone or for a 227 

nonresidential use having less than five (5) parking spaces, the side yard shall be wide 228 

enough to accommodate an unobstructed ten foot (10') paved driveway. When used for 229 

access to a garage , carport or parking area having six (6) or more parking spaces, a side 230 

yard shall be wide enough to provide for an unobstructed twelve foot (12') paved driveway 231 

for one-way traffic, or a twenty four foot (24') paved driveway for two-way traffic. 232 



 

      5.   Vacant lots, public rights-of-way, or open land areas in any residential district shall 233 

not be used as parking areas for customers or employees unless they are fully improved 234 

parking lots which conform to the requirements of this chapter. (2001 Code § 89-6-605; 235 

amd. 2009 Code; Ord. 10-20, 7-28-2010; Ord. 18-35, 11-7-2018) 236 

13-12-6: PARKING AND STORAGE AREA REQUIREMENTS FOR SPECIFIC USES: 237 

A. Single-Family And Duplex Uses: 238 

1. All driveways leading to required parking, as required in section 13-12-3, shall be 239 

constructed of concrete or asphalt.  Required parking areas, as required in section 13-240 

12-3, shall be constructed of asphalt or concrete.  Required parking and maneuvering 241 

areas in the front yard shall not be less than 18 feet in width. 242 

2. Required parking shall have unencumbered driveway access to a public or private 243 

street. Such access shall be through platted or recorded easements, reciprocal 244 

arrangements, or other guaranteed means. 245 

3. No required parking shall be located in the required front yard or corner lot side yard 246 

area, with the exception of one nine foot by 18 foot space constructed of asphalt or 247 

concrete being allowed for an accessory dwelling unit.  Additional parking spaces are 248 

permitted in side and rear yards, provided that all parking and maneuvering areas 249 

within the required front yard and rear yard areas do not exceed fifty percent of the 250 

area of the required front yard and rear yard. 251 

4. Additional parking areas within any front, side, corner side, or rear yard shall have a 252 

parking surface constructed of asphalt, concrete, grasscrete, a minimum three-fourth 253 

inch (or larger) gravel mix, pavers, permeable asphalt or concrete, rock, stone, turf 254 

block, or any combination of these materials, and shall be kept free of weeds and 255 

debris. Gravel, gravel mix, crushed rock, and stone shall have a minimum depth of four 256 

inches and shall be kept free of dirt, weeds and debris. Tracking dust, mud, and dirt 257 

onto public or private streets from parking areas is prohibited.  258 

5. Vacant lots, public rights-of-way, or open land areas in any residential district shall not 259 

be used as parking areas for customers or employees unless they are fully improved 260 

parking lots which conform to the requirements of this chapter.  261 

B.   Multi-Family Uses 262 

1. All driveways and accesses and all required and additional parking and storage areas 263 

are to be constructed of asphalt or concrete. 264 

2. Driveways accessing rear parking areas behind buildings must comply with the latest 265 

adopted version of the international fire code.  266 

3. Driveway Access To Public Street: Every required parking area shall have 267 

unencumbered driveway access to a public or private street. Such access shall be 268 

through platted or recorded easements, reciprocal arrangements, or other guaranteed 269 

means. 270 



 

4. Parking Plans: Plans for any proposed parking area shall be submitted to the 271 

community development department at the time of application for site plan approval. 272 

If the project does not require site plan approval, the parking plan shall be submitted 273 

with an application for a building permit. The plan shall clearly indicate the proposed 274 

development, including location, size, shape, design, curb cuts, lighting, landscaping, 275 

and other features of the proposed development. 276 

C. Agriculture Uses: Parking areas and driveways in agricultural and rural residential zones 277 

may have either paved or graveled surfaces.  Commercial uses in agricultural zones shall 278 

follow all requirements for commercial uses.    279 

D. Commercial, Institutional and Office Uses: All driveways and accesses and all required 280 

and additional parking and storage areas are to be constructed of asphalt or concrete. 281 

E. Industrial and Manufacturing Uses: All driveways and accesses and all required parking 282 

areas are to be constructed of asphalt or concrete.  Outdoor storage areas can be 283 

composed of asphalt, concrete, gravel, or recycled asphalt or rock, with the exception 284 

that if located in a drinking water source protection overlay zone, outdoor storage areas 285 

must be constructed on asphalt or concrete and follow all provisions of chapter 6 article 286 

F of this title.  287 

F. Public Facility Uses: All driveways and accesses and all required parking areas are to be 288 

constructed of asphalt or concrete.  Outdoor storage areas can be composed of asphalt, 289 

concrete, gravel, or recycled asphalt or rock, with the exception that if located in a 290 

drinking water source protection overlay zone, outdoor storage areas must be 291 

constructed on asphalt or concrete and follow all provisions of chapter 6 article F of this 292 

title.  293 

 294 

G. Nonconformities: Chapter 9 of this title, including sections 13-9-2 and 13-9-5, may be 295 

applicable to this section in the event of any nonconformities. 296 

 297 

13-12-67: PARKING LOT AND RESIDENTIAL DRIVEWAY DESIGN STANDARDS: 298 

   A.   Parking Plans: Plans for any proposed parking area shall be submitted to the 299 

development services department at the time of application for site plan approval. If the 300 

project does not require site plan approval, the parking plan shall be submitted with an 301 

application for a building permit . The plan shall clearly indicate the proposed 302 

development, including location, size, shape, design, curb cuts, lighting, landscaping and 303 

other features of the proposed development. 304 

   B.   Driveway Access To Public Street : Every required parking area shall have 305 

unencumbered driveway access to a public street. Such access shall be through platted or 306 

recorded easements, reciprocal arrangements or other guaranteed means. 307 

      1.   Unless otherwise approved by the Planning Commission, all public driveways 308 

accessing a public road shall be located a minimum of fifty feet (50') 50 feet from other 309 

driveways or streets. One-way driveways shall have a minimum width of twelve feet (12') 310 



 

12 feet. Two-way driveways and all driveways on developments of one acre or larger in 311 

size shall have minimum widths of twenty feet (20') 20 feet. 312 

      2.   Unless approved by the Planning Commission, parking lots shall not directly access 313 

arterial or collector streets but shall access such streets by way of an internal roadway 314 

system designed and constructed to City standards. 315 

      3.   Nonresidential traffic on local streets should be minimized and directed out of 316 

neighborhoods. Parking lot access for nonresidential uses shall not be permitted from local 317 

or collector streets if adequate access is available to major streets. 318 

   C.   Parking Lot Materials And Drainage Design: 319 

      1.   In all zones except in agricultural, rural residential zones and single family 320 

residential zones as required by subsection 13-12-5E1 of this chapter, every lot or parcel 321 

used as a public or private parking area required by section 13-12-2 of this chapter shall be 322 

paved with asphalt or concrete and maintained to eliminate dust or mud. 323 

      2.   Parking areas and driveways in agricultural and rural residential zones may have 324 

either paved or graveled surfaces. 325 

      31.   Parking lots and areas shall be graded and drained to dispose of all surface water. 326 

Surface water drainage shall not be permitted to cross a public sidewalk. 327 

      42.   Concrete curb walls shall be provided at the perimeter of all permanent parking 328 

lots, around interior parking lot landscaping, and at the edges of driveways. 329 

   D.   Parking Structures: Multilevel or basement parking facilities may be used; provided, 330 

that parking structures are treated as buildings for purposes of yard, lot , building , 331 

landscaping and other requirements of this chapter. 332 

   E.   Lighting: Any lights used to illuminate a parking lot shall be arranged to reflect the 333 

light away from adjoining lots in all zones. Lights shall also be shielded to reduce or 334 

eliminate uplighting. Parking lot and security lighting shall not exceed a maximum of fifteen 335 

feet (15') 15 feet in height, including lamp, pole and base, within one hundred fifty feet 336 

(150') 150 feet of a residential district. Parking lot and security lighting should not exceed a 337 

maximum of twenty five feet (25') 25 feet in height in nonresidential districts, except in SC-338 

2 and SC-3 Commercial Zones, where such lighting shall not exceed forty two feet (42') 42 339 

feet in height. All light levels shall not exceed one foot-candle power at the property line. 340 

   F.   Pedestrian Safety: To the maximum extent possible, pedestrians shall be separated 341 

from vehicles and bicycles. Where complete separation of pedestrians and vehicles and 342 

bicycles is not possible, potential hazards shall be minimized by the use of techniques such 343 

as special paving, grade separations, pavement marking, signs or striping, bollards, median 344 

refuge areas, traffic calming features, landscaping , lighting, or other means to clearly 345 

delineate pedestrian areas, for both day and night use. 346 

      1.   Parking plans shall include site amenities that enhance safety and convenience and 347 

promote walking or bicycling as an alternative means of transportation. Site amenities may 348 



 

include bike racks, drinking fountains, canopies and benches as described in the City 349 

bicycle and pedestrian plan. 350 

      2.   Walkways shall link street sidewalks with building entries through parking lots. Such 351 

walkways shall be grade separated from the parking lot with a paved surface not less than 352 

six feet (6') wide. 353 

      3.   Where necessary for primary pedestrian access to cross drive aisles or internal 354 

roadways, the pedestrian crossing shall emphasize and place priority on pedestrian access 355 

and safety. The material and layout of the pedestrian access shall be continuous as it 356 

crosses the driveway. Any breaks in continuity shall be in the driveway paving and not in 357 

the pedestrian accessway. The pedestrian crossings must be well marked using pavement 358 

treatments, signs and landscaping . 359 

   G.   Bicycle Facilities: Commercial , civic, employment and multi-family residential uses 360 

shall provide bicycle facilities meeting the following standards: 361 

      1.   Bicycle parking spaces, equal to five percent (5%) of vehicular parking spaces, shall 362 

be provided in all developments. 363 

      2.   For convenience and security, bicycle parking facilities shall be located near building 364 

entrances and shall be visible from the land uses they serve. However, such facilities shall 365 

not impede pedestrian or automobile traffic flow or cause damage to plant material from 366 

bicycle traffic. 367 

      3.   Bicycle parking racks shall be designed to allow the bicycle frame and both wheels to 368 

be securely locked to the rack. The rack shall be of permanent construction, such as heavy 369 

gauge tubular steel with angle bars permanently attached to the pavement foundation. 370 

Bicycle parking areas shall be at least two feet (2') wide and five and one-half feet (51/2') 371 

long, with additional back out backout or maneuvering space of at least five feet (5'). 372 

   H.   Urban Design Standards For Parking Lots: 373 

      1.   Parking lots shall be buffered from adjacent residential properties and screened 374 

from streets so that cars are not visible below the average height of the headlights. 375 

      2.   Access drives, internal circulation drives, parking areas and pedestrian walkways 376 

shall be designed to provide safety and convenience for both motorists and pedestrians and 377 

to ensure access for the physically disabled. 378 

      3.   For office and retail commercial projects, every parking space shall be no greater 379 

than one hundred fifty feet (150') 150 feet from a sidewalk leading to the building or from 380 

a building entrance, and a shade tree shall be placed every thirty feet (30') 30 feet along the 381 

walkway except at driveway crossings. 382 

      4.   Saving mature landscaping enhances street character. With the exception of safety 383 

considerations, location of driveway curb cuts for parking lots shall not cause the removal 384 

of mature landscaping. 385 



 

      5.   Joint use of parking is encouraged in order to reduce trips. Access to and the location 386 

of new parking areas shall relate to adopted area plans, planned parking in the area, or to 387 

existing area parking schemes. 388 

      6.   The number of curb cuts shall be minimized and pedestrian access enhanced. Surface 389 

parking design shall utilize shared access drives with adjacent, similarly zoned properties 390 

to reduce interference with pedestrians. 391 

      7.   Parking facilities exist for many years and must integrate with the future 392 

surrounding uses. Parking lot design shall consider future planned and existing uses of 393 

adjacent sites. (2001 Code § 89-6-606; amd. 2009 Code; Ord. 10-20, 7-28-2010; Ord. 13-17, 394 

4-24-2013) 395 

   I.   Signs : All signs in residential districts shall comply with the provisions governing signs 396 

in this title and title 12 of this Code . (2001 Code § 89-3-307; amd. 2009 Code; Ord. 11-09, 397 

4-6-2011; Ord. 11-35, 11-22-2011; Ord. 15-32, 11-4-2015; Ord. 18-35, 11-7-2018; Ord. 19-398 

50, 12-11-2019, Effective at 12 noon on January 6, 2020) 399 

 400 

13-12-78: REQUIRED PARKING SPACE AND PARKING MODULE DIMENSIONS: 401 

   A.   Standard Requirements: Unless otherwise modified by this chapter or required or 402 

preempted by state law, parking stall and module dimensions shall be as follows: 403 

      1.   Parking Space Dimensions: 404 

         a.   Carports: Minimum inside dimension of nine feet by twenty 20 feet (9' x 20') for 405 

each parking space . 406 

         b.   Garages: Minimum inside dimension of ten feet by twenty 20 feet (10' x 20'), and 407 

minimum door width of eight feet (8') for each parking space . 408 

         c.   Standard stall: Nine feet by eighteen 18 feet (9' x 18'). 409 

         d.   Handicapped stall: Standard size, plus four foot (4') unloading area. Spaces for vans 410 

shall be a minimum of eleven 11 feet (11') wide plus a five foot (5') unloading area. Loading 411 

area may be shared with adjacent handicapped stall. 412 

         e.   Angled stalls: As per subsection B3 of this section. 413 

         f.   Parallel space: Eight feet by twenty two 22 feet (8' x 22'). 414 

         g.   Stacking space: Nine feet by twenty 20 feet (9' x 20'). 415 

 416 

 417 

      2.   Aisle And Driveway Widths, Backing Space, As Per Matrix: 418 



 

         a.   Backing space shall be provided for all parking areas so that cars will not back onto 419 

a public street . Public sidewalks shall not be used as part of the required backing area. 420 

         b.   Separate exits shall be provided for angle and one-way parallel parking so that cars 421 

will not exit by backing onto a street . 422 

      3.   Reduction Of Parking Stall Length: Parking stall length may be reduced by two feet 423 

(2') where such spaces abut a planter or sidewalk area bordered by a low curb acting as a 424 

wheel bumper, provided the following requirements are met: 425 

         a.   Where the parking spaces are on only one side, the planter area shall have a 426 

minimum width of four feet (4') and a sidewalk shall have a minimum width of six feet (6'); 427 

and 428 

         b.   Where the parking spaces are on two (2) sides, the planter area shall have a 429 

minimum width of eight feet (8'), and a sidewalk shall have a minimum width of eight feet 430 

(8'). 431 

   B.   Modification Of Parking Stall And Module Dimensions: Parking stall and module 432 

dimensions may be modified using the following tables: 433 

      1.   Parking Stall Width: 434 

  435 

Type Of Use Parking Stall 

Width 

Low turnover (employees, students, etc.) 8'3" - 8'6" 

Low to moderate turnover (offices, regional retail centers, long term 

parking, etc.) 

8'6" - 8'9" 

Moderate to high turnover (community retail, medical facilities, etc.) 8'9" - 9'0" 

      2.   Wall To Wall Module Dimension: 436 

Stall Angle Small Car Large Car 

Stall Angle Small Car Large Car 

45 42'0" 49'0" 

50 43'6" 51'0" 

55 45'0" 53'0" 

60 46'0" 55'0" 

65 47'0" 56'6" 

70 48'0" 58'0" 

75 49'0" 59'6" 

90 51'0" 62'0" 

   



 

 437 

      3.   Adjustments: Adjustments to modules may be made as follows: 438 

         a.   If every parking stall along one side of the parking aisle has an overhang area, the 439 

modules above can be reduced by two feet (2') for each side of overhang. 440 

         b.   For each one inch (1") of additional stall width, the module may be reduced three 441 

inches (3") to maintain the same level of comfort. 442 

         c.   If parking structures are used, the modules may be modified to match the most 443 

current Urban Land Institute (ULI) parking standards for structured parking. Type of use 444 

based on vehicle turnover shall be determined by the Zoning Administrator . Compact stalls 445 

under the standard minimum lengths and widths may be considered only in such situations 446 

where structural impediments create unique hardships; such hardships shall be 447 

determined and approved by the Zoning Administrator. Approved compact stalls shall be 448 

clearly marked. 449 

  450 

Small Cars 451 

Parking Angle 452 

Interlock Reduction (I) 453 

Overhang Clearance (O) 454 

Vehicle Projection (VP) 455 

Aisle Width (AW) 456 

Module Widths 457 

W1 458 

W2 459 

W3 460 

W4 461 

W5 462 

45° 463 

2'0" 464 

1'5" 465 

15'3" 466 

11'6" 467 



 

26'9" 468 

42'0" 469 

40'0" 470 

38'0" 471 

39'2" 472 

60° 473 

1'5" 474 

1'9" 475 

16'4" 476 

13'4" 477 

29'8" 478 

46'0" 479 

44'7" 480 

43'2" 481 

42'6" 482 

90° 483 

0'0" 484 

2'0" 485 

15'6" 486 

20'0" 487 

35'6" 488 

51'0" 489 

51'0" 490 

51'0" 491 

47'2" 492 

  493 

 494 

  495 



 

Large Cars 496 

Parking Angle 497 

Interlock Reduction (I) 498 

Overhang Clearance (O) 499 

Vehicle Projection (VP) 500 

Aisle Width (AW) 501 

Module Widths 502 

W1 503 

W2 504 

W3 505 

W4 506 

W5 507 

45° 508 

2'4" 509 

2'1" 510 

18'0" 511 

13'0" 512 

31'0" 513 

49'0" 514 

46'8" 515 

44'4" 516 

44'10" 517 

60° 518 

1'8" 519 

2'7" 520 

19'6" 521 

16'0" 522 

35'6" 523 



 

55'0" 524 

53'4" 525 

51'8" 526 

49'10" 527 

90° 528 

0'0" 529 

3'0" 530 

18'8" 531 

24'8" 532 

43'4" 533 

62'0" 534 

62'0" 535 

62'0" 536 

56'0" 537 

  538 

Legend: 539 

   W1   =    Module width (wall to wall), single loaded aisle 540 

   W2   =    Module width (wall to wall), double loaded aisle 541 

   W3   =    Module width (wall to interlock), double loaded aisle 542 

   W4   =    Module width (interlock to interlock), double loaded aisle 543 

   W5   =    Module width (curb to curb), double loaded aisle 544 

   VP   =    Projected vehicle length, perpendicular to aisle 545 

   O   =   Overhang clearance 546 

   I   =   Interlock reduction 547 

(2001 Code § 89-6-607; amd. 2009 Code; Ord. 10-20, 7-28-2010; Ord. 13-17, 4-24-2013) 548 



 

Attachment B to Ordinance 26-04 (Clean) – Parking Lot Standards 1 

 2 

[Add to existing Definitions] 3 

13-2-3: DEFINITIONS:  4 

PARKING, REQUIRED: The number of parking spaces required, by use, by this title. 5 

INSTITUTIONAL USE: A nonprofit or quasi-public use, such as a religious institution, library, 6 

public or private school, hospital, or government-owned or government-operated structure 7 

or land used for public purpose. 8 

SPECIAL EVENT: Circuses, rodeos, fairs, carnivals, festivals, or other types of special events 9 

that run for longer than one day but not longer than two weeks and are intended to or likely 10 

to attract substantial crowds. 11 

 12 

[Amend and Renumber Existing Sections] 13 

CHAPTER 12 14 

OFF-STREET PARKING 15 

SECTION: 16 

13-12-1: Purpose And Scope 17 

13-12-2: Provision Of Parking 18 

13-12-3: Required Number Of Parking Spaces 19 

13-12-4: Modification Of Parking Provisions For Large Scale Developments 20 

13-12-5: Parking Lot Location 21 

13-12-6: Parking and Storage Area Requirements for Specific Uses 22 

13-12-7: Design Standards 23 

13-12-8: Required Parking Space And Parking Module Dimensions 24 

 25 

13-12-1: PURPOSE AND SCOPE: 26 

   A. Purpose: This chapter establishes standards for and maintenance of off-street parking. 27 

The term “parking” is defined in section 13-2-3. 28 

   B.   Applicability: Except as expressly provided elsewhere in this title, this chapter is 29 

applicable to any development requiring automobile or vehicular access and parking, 30 



 

including, but not limited to, commercial, office, manufacturing, multi-family, and single-31 

family residential developments. (2001 Code § 89-6-601; amd. 2009 Code; Ord. 10-20, 7-32 

28-2010; Ord. 13-17, 4-24-2013) 33 

 34 

13-12-2: PROVISION OF PARKING: 35 

   A.   Parking Required: Each use described in this chapter shall provide off-street parking, 36 

except where the city has established permanent parking areas or facilities for a 37 

community purpose or where the city has specifically provided for alternative parking 38 

requirements or restrictions for a particular zone or overlay district. 39 

   B.   Continued Obligation To Provide Parking Spaces: Compliance with this chapter is a 40 

continuing obligation so long as the use continues. It shall be unlawful for any owner of any 41 

building or for any person responsible for providing parking to discontinue or dispense 42 

with required parking facilities without providing some other vehicle parking area which 43 

meets the requirement of this chapter. 44 

   C.   Nonconforming Parking Facilities: Any use of property which on the effective date of 45 

this title, or of any subsequent amendment thereto, is nonconforming only as to the 46 

regulations relating to off-street parking facilities may continue in the same manner as if 47 

the parking facilities were conforming. Such existing parking facilities shall not be further 48 

reduced. Any reconstruction, alteration or other change in use shall be subject to the 49 

provisions of this chapter. (2001 Code § 89-6-602; amd. 2009 Code; Ord. 10-20, 7-28-2010) 50 

 51 

13-12-3: REQUIRED NUMBER OF PARKING SPACES: 52 

   A.   Generally: This section establishes the number of parking spaces to be provided for 53 

any building , structure, improvement or use hereafter constructed, reconstructed or 54 

enlarged. The abbreviation "GFA" means "gross floor area". Any fractional parking space 55 

requirement shall be rounded up to the next whole number. 56 

   B.   Table Of Required Parking Spaces: 57 

Use Parking Required 

Use Parking Required 

Automotive repair 4 spaces per service bay 

Banks 1 space per 400 square feet of GFA 

Barbershops and beauty shops 1 space per 200 square feet of GFA 

Bowling alleys 4.25 spaces per alley 

Car wash 1 space per employee 

Churches 1 space per 5 seats in chapel or assembly area; or 1 

space per 100 square feet of assembly area with no 

fixed seating 



 

Convenience stores 1 space per 150 square feet of GFA 

Daycare, nursery schools 1 space per employee 

Dwellings:  

General facilities for elderly 

persons not located within the 

senior housing overlay district 

11/2 spaces per unit (additional spaces may be 

required based on specific uses) 

Multiple-family:  

1 bedroom 11/2 spaces 

2 bedroom 2 spaces 

3 bedroom 21/2 spaces 

 1 guest space per 4 units 

One-family and two-family 2 garage spaces per unit 

Senior housing overlay district:  

Facilities where beds are 

provided for residents rather 

than dwelling units, such as 

convalescent care facility or 

mental health care facility for 

elderly persons: 

 

Employee parking 1 space per employee on the maximum shift 

Resident parking 0.5 space per bed 

Multi-family:  

Employee parking 1 space per employee on the maximum shift 

Guest parking 1 space per 8 units 

Resident parking 1.25 spaces per unit 

Single-family, detached or 

attached and two-family: 

 

Employee parking 1 space per employee on the maximum shift 

Resident parking 2 spaces per unit 

Fire stations: 2 spaces for each firefighter on the highest 

employment shift 

For stations which include 

administrative offices 

1 additional space per 400 square feet of GFA 

devoted to offices 

For stations with meeting or 

training rooms intended to be 

used by the general public or 

1 additional space per 50 square feet of the area of 

the meeting room 



 

personnel from other fire 

stations 

Fitness center, health clubs and 

gyms 

1 space per 150 square feet of GFA 

Funeral homes, mortuaries 1 space per 50 square feet of assembly rooms 

Furniture and appliance stores 1 space per 600 square feet of GFA 

General assembly, including 

stadiums, sports arenas, 

auditoriums, stage theaters, 

convention or meeting rooms 

1 space per 3 seats; and 1 space per 100 square feet 

of assembly area without fixed seats 

Golf course driving range 1 space per station if a primary use; or 2/5 of 1 space 

per station if accessory to a golf course 

Golf courses (regulation and 

miniature) 

40 spaces per 9 holes 

Home improvement, lumber and 

hardware stores 

1 space per 400 square feet of GFA 

Hospitals 1 space per 4 beds; and 1 space per 2 employees; and 

1 space per doctor on staff 

Hotels, motels, bed and breakfast 

facility 

1 space per sleeping unit (including caretaker unit) 

Indoor animal training 1 parking space per 200 square feet of GFA devoted 

to the use 

Indoor recreation and 

entertainment, or athletic field 

70 parking spaces for every playing field 

  

1 space per 100 square feet of GFA 

Kennel 1 space per 250 square feet of gross floor area 

devoted to the use 

Large machine repair 1 space per 800 square feet; or 1 space per employee, 

whichever is greater 

Large truck or recreation vehicle 

repair 

1 space per 800 square feet, or 1 space per employee, 

whichever is greater 

Libraries, museums, art galleries 

and similar cultural facilities 

1 space per 300 square feet of GFA 

Lodges and fraternal clubs 1 space per 3 seats; and 1 space per 100 square feet 

of assembly area without fixed seats 

Manufacturing uses and research 

facilities 

1 space per 800 square feet of GFA 

Medical, dental and veterinary 

offices and clinics 

1 space per 150 square feet for first 5,000 square feet 

of GFA 

  



 

1 space per 200 square feet for next 10,000 square 

feet of GFA 

  

1 space per 250 square feet for area over 15,000 

square feet of GFA 

Ministorage facilities 2 spaces per 50,000 square feet of gross storage area 

  

1 space per resident manager or other employee 

Mixed use structure or 

development 

As per individual uses and modified allowances 

permitted under this title 

Motor vehicle sales 1 space per employee; and 1 space per 1,200 square 

feet of gross sales area 

Movie theaters 1 space per 6 seats up to 800 seats; and 1 space per 8 

seats over 800 seats 

Nursing homes and similar 

facilities 

1 space per 3 beds; and 1 space per employee 

Personal instruction services 1 space per 200 square feet of GFA 

Plant nurseries 1 space per employee; and 1 space per 1,500 square 

feet for outside plant area 

Professional office - multi-story 

buildings or buildings or 

complexes of more than 100,000 

square feet 

1 space per 350 square feet for the first floor 

  

1 space per 400 square feet for the basement and 

floors 2 through 5 

  

1 space per 500 square feet for floors 6 and above 

Professional offices and services 1 space per 400 square feet of GFA 

Recreation centers, swimming 

pools, skating rinks and similar 

uses 

1 space per 6 persons based on capacity load 

Restaurants 1 space per 4 seats, including counter seating; or, 1 

space per 100 square feet of floor area, whichever is 

greater. For accessory outdoor dining, 1 space per 

200 square feet of outdoor dining area, except that 

where the outdoor dining is less than or equal to 25 

percent of the indoor GFA of the restaurant, no 

additional parking is required 

Retail, general use 1 space per 200 square feet of sales area 

  

1 space per 800 square feet of storage or other area 

Schools 1 space per employee; and 1 space per 3 students of 

driving age; and 1 space per 10 seats for school 



 

auditoriums, arenas or stadiums (nonelementary 

school) 

Shopping centers See section 13-12-4 of this chapter 

Telemarketing services 0.8 space per employee 

Warehouse and wholesale 

storage 

1 space per employee on the maximum shift or 1 

space per 4,000 square feet, whichever is greater 

Other uses not listed As determined by the zoning administrator based on 

the most similar use listed herein or on standards 

typical for other cities in the region 

  

   C.   Handicap Accessible Spaces: Spaces for disabled persons shall be provided as specified 58 

in the table below. All accessible spaces shall be located as near as possible to the main 59 

public or primary entrance of a single building or centrally located, where practical, in 60 

parking lots that serve more than one building. 61 

Total Required Parking Required Number Of Accessible Spaces 

Total Required Parking Required Number Of Accessible Spaces 

  

1 to 25 1 

26 to 50 2 

51 to 75 3 

76 to 100 4 

101 to 150 5 

151 to 200 6 

201 to 300 7 

301 to 400 8 

401 to 500 9 

501 to 1,000 2 percent of total 

1,001 and over 20, plus 1 for each 100 over 1,000 

  

   D.   Stacking: Stacking or queuing spaces shall be provided as follows: 62 

  63 

Bank drive-through 4 spaces per outdoor teller 

Car wash:  

Automatic wash (accessory use) 6 spaces per bay 



 

Automatic wash (primary use) 15 spaces per bay 

Self-wash facility 3 spaces per bay 

Restaurant drive-through 6 spaces per drive-through lane 

  64 

   E.   Standing And Passenger Loading: Daycares, hotels, schools, convention centers, and 65 

other places for public assembly shall provide at least one safe, properly signed off-street 66 

passenger loading area. Such passenger loading areas shall be located at the point of 67 

primary pedestrian access from the parking area to the adjacent building, or buildings, and 68 

shall be designed in such a manner that vehicles waiting in the loading area do not impede 69 

vehicular circulation in the parking area. 70 

   F.   Off-Street Loading: Spaces for off-street loading shall be required as follows for all 71 

buildings exceeding 25,000 square feet and used for retail, office, industrial, hospital, 72 

storage warehousing (not self-service warehouses), and similar uses: 73 

GFA Of Building 74 

(Square Feet) 75 

Number Of Berths 76 

GFA Of Building 77 

(Square Feet) 78 

Number Of Berths 79 

25,000 to 40,000 80 

1 81 

40,001 to 100,000 82 

2 83 

100,001 to 160,000 84 

3 85 

160,001 to 240,000 86 

4 87 

240,001 to 320,000 88 

5 89 

320,001 to 400,000 90 

6 91 

For each additional 90,000 92 



 

Add 1 berth 93 

  94 

   G.   Tandem parking: Although permitted for parking that is not required, tandem parking 95 

spaces may only be counted as required parking spaces where allowed by state law, 96 

including Utah Code section 10-20-618(4)(b), or where approved by the planning 97 

commission in the following instances: 98 

      1.   Multiple-family dwellings with garages. 99 

      2.   Where valet parking services are approved by the planning commission. 100 

  101 

   H.   Parking In Nondesignated Areas Prohibited: 102 

      1.   Parking in nondesignated areas including, but not limited to, park strips, and 103 

landscaped areas is prohibited. (2001 Code § 89-6-603; amd. 2009 Code; Ord. 09-12, 4-14-104 

2009; Ord. 10-20, 7-28-2010; Ord. 11-03, 2-9-2011; Ord. 11-35, 11-22-2011; Ord. 13-17, 4-105 

24-2013; Ord. 16-13, 3-9-2016) 106 

 107 

 108 

13-12-4: MODIFICATION OF PARKING PROVISIONS FOR LARGE SCALE DEVELOPMENTS: 109 

The minimum parking standards may be modified by the Planning Commission or Zoning 110 

Administrator for large scale developments as listed below. A parking analysis may be 111 

required for developments seeking a reduction in parking standards. 112 

   A.   Retail, Office, Industrial, And Mixed Use Developments : 113 

      1.   The Zoning Administrator may restrict or limit the total number of parking spaces to 114 

be provided in a large scale retail , office or mixed use development based on the following 115 

factors: 116 

         a.   The total number of spaces that would otherwise be required for each individual 117 

establishment in the development; 118 

         b.   The hours of operation for each establishment in the development ; 119 

         c.   Shared parking availability; 120 

         d.   Availability of approved on-street parking; 121 

         e.   Proximity to transit stations; and 122 

         f.   Car or van pooling programs. 123 

      2.   The Zoning Administrator may allow compact parking spaces if it is determined that 124 

sufficient controls exist to allow an employer to assign parking spaces to employees. 125 



 

   B.   Multi-Family, Senior Housing Overlay Developments Or Planned Residential 126 

Developments: The total number of parking spaces required for multi-family, senior 127 

housing overlay developments or planned residential developments shall be determined by 128 

the Planning Commission based on the following factors: 129 

      1.   Size of housing units by number of bedrooms; 130 

      2.   Cost range of units proposed; 131 

      3.   Owner /tenant characteristics and lifestyle (i.e., singles, couples, families, 132 

professionals, retired, elderly, etc.); 133 

      4.   Examination of existing comparable projects; 134 

      5.   Size of project; 135 

      6.   Special parking requirements for visitors and recreational vehicles; 136 

      7.   Proximity to transit stations; 137 

      8.   Transportation alternatives; 138 

      9.   Workplace relationships; 139 

      10.   Handicap requirements; 140 

      11.   Restrictive covenants; and 141 

      12.   Availability of approved on-street parking for required guest parking. (2001 Code § 142 

89-6-604; amd. 2009 Code; Ord. 10-09, 2-24-2010; Ord. 11-03, 2-9-2011) 143 

 144 

13-12-5:   PARKING LOT LOCATION: 145 

   A.   On-site: 146 

      1.   Except for parking within a TSOD or as permitted below as off-site parking , all 147 

required parking shall be located on the same parcel of land with the use to which it is 148 

appurtenant or on common areas in the same development. Parking lots or structures shall 149 

be located at the rear or sides of buildings whenever possible. All parking lots and 150 

structures shall be substantially screened from adjacent streets and neighboring lots. 151 

Landscaping, fences, designed berms, walls, screening structures, or a combination of 152 

these, can be used to provide the needed screening. All required screening shall be 153 

provided on-site. Screening shall be a minimum of three feet in height when measured from 154 

the adjacent parking lot grade, except in clear vision zones where screening shall not 155 

exceed two feet in height. 156 

      2.   Parking lot screening that is only provided by landscape planting shall be of a 157 

material capable of providing a solid visual barrier within two years of the time of planting. 158 

Species, installation sizes and irrigation systems will be evaluated for conformance with 159 

this requirement prior to final approval of the landscape plan. 160 



 

   B.   Off-site: Where there are practical difficulties in providing on-site parking or if public 161 

safety or convenience, or both, would be better served by locating parking on an alternative 162 

site, the Zoning Administrator may authorize an off-site location subject to the following 163 

conditions: 164 

      1.   The parking spaces are located on land in the same ownership as that of the land on 165 

which the use is located. 166 

      2.   A pedestrian entrance to the land use that the parking will serve is located within 167 

600 feet of the parking space, by the shortest route of effective pedestrian access. 168 

      3.   The off-site parking shall be conveniently usable without causing: 169 

         a.   Hazard to pedestrians; 170 

         b.   Hazard to vehicular traffic; 171 

         c.   Traffic congestion; 172 

         d.   Interference with safe and convenient access to other parking areas in the vicinity; 173 

         e.   Detriment to the appropriate use of business property in the vicinity; and 174 

         f.   Detriment to any residential neighborhood. 175 

   C.   Joint, Common Or Shared Use : Common or shared use of parking facilities is 176 

permitted, provided the following are met: 177 

      1.   The shared parking area is contiguous to the property of the land uses it will serve; 178 

      2.   The joint use of such facilities is assured by the recording of covenants; and 179 

      3.   Either of the following conditions apply: 180 

         a.   The total of all parking spaces when used together, shall not be less than the sum of 181 

the various uses computed separately; or 182 

         b.   The shared parking facilities allow for separate daytime/nighttime uses. 183 

   D.   Temporary Parking Areas: Temporary parking areas may be approved for special 184 

events if the following conditions are met: 185 

      1.   Compacted road base, gravel or recycled asphalt is provided; and 186 

      2.   Markers are provided which designate the temporary parking area. 187 

   (2001 Code § 89-6-605; amd. 2009 Code; Ord. 10-20, 7-28-2010; Ord. 18-35, 11-7-2018) 188 

 189 

 190 

 191 



 

13-12-6: PARKING AND STORAGE AREA REQUIREMENTS FOR SPECIFIC USES: 192 

A. Single-Family And Duplex Uses: 193 

1. All driveways leading to required parking, as required in section 13-12-3, shall be 194 

constructed of concrete or asphalt.  Required parking areas, as required in section 13-195 

12-3, shall be constructed of asphalt or concrete.  Required parking and maneuvering 196 

areas in the front yard shall not be less than 18 feet in width. 197 

2. Required parking shall have unencumbered driveway access to a public or private 198 

street. Such access shall be through platted or recorded easements, reciprocal 199 

arrangements, or other guaranteed means. 200 

3. No required parking shall be located in the required front yard or corner lot side yard 201 

area, with the exception of one nine foot by 18 foot space constructed of asphalt or 202 

concrete being allowed for an accessory dwelling unit.  Additional parking spaces are 203 

permitted in side and rear yards, provided that all parking and maneuvering areas 204 

within the required front yard and rear yard areas do not exceed fifty percent of the 205 

area of the required front yard and rear yard. 206 

4. Additional parking areas within any front, side, corner side, or rear yard shall have a 207 

parking surface constructed of asphalt, concrete, grasscrete, a minimum three-fourth 208 

inch (or larger) gravel mix, pavers, permeable asphalt or concrete, rock, stone, turf 209 

block, or any combination of these materials, and shall be kept free of weeds and 210 

debris. Gravel, gravel mix, crushed rock, and stone shall have a minimum depth of four 211 

inches and shall be kept free of dirt, weeds and debris. Tracking dust, mud, and dirt 212 

onto public or private streets from parking areas is prohibited.  213 

5. Vacant lots, public rights-of-way, or open land areas in any residential district shall not 214 

be used as parking areas for customers or employees unless they are fully improved 215 

parking lots which conform to the requirements of this chapter.  216 

B.   Multi-Family Uses 217 

1. All driveways and accesses and all required and additional parking and storage areas 218 

are to be constructed of asphalt or concrete. 219 

2. Driveways accessing rear parking areas behind buildings must comply with the latest 220 

adopted version of the international fire code.  221 

3. Driveway Access To Public Street: Every required parking area shall have 222 

unencumbered driveway access to a public or private street. Such access shall be 223 

through platted or recorded easements, reciprocal arrangements, or other guaranteed 224 

means. 225 

4. Parking Plans: Plans for any proposed parking area shall be submitted to the 226 

community development department at the time of application for site plan approval. 227 

If the project does not require site plan approval, the parking plan shall be submitted 228 

with an application for a building permit. The plan shall clearly indicate the proposed 229 



 

development, including location, size, shape, design, curb cuts, lighting, landscaping, 230 

and other features of the proposed development. 231 

C. Agriculture Uses: Parking areas and driveways in agricultural and rural residential zones 232 

may have either paved or graveled surfaces.  Commercial uses in agricultural zones shall 233 

follow all requirements for commercial uses.    234 

D. Commercial, Institutional and Office Uses: All driveways and accesses and all required 235 

and additional parking and storage areas are to be constructed of asphalt or concrete. 236 

E. Industrial and Manufacturing Uses: All driveways and accesses and all required parking 237 

areas are to be constructed of asphalt or concrete.  Outdoor storage areas can be 238 

composed of asphalt, concrete, gravel, or recycled asphalt or rock, with the exception 239 

that if located in a drinking water source protection overlay zone, outdoor storage areas 240 

must be constructed on asphalt or concrete and follow all provisions of chapter 6 article 241 

F of this title.  242 

F. Public Facility Uses: All driveways and accesses and all required parking areas are to be 243 

constructed of asphalt or concrete.  Outdoor storage areas can be composed of asphalt, 244 

concrete, gravel, or recycled asphalt or rock, with the exception that if located in a 245 

drinking water source protection overlay zone, outdoor storage areas must be 246 

constructed on asphalt or concrete and follow all provisions of chapter 6 article F of this 247 

title.  248 

 249 

G. Nonconformities: Chapter 9 of this title, including sections 13-9-2 and 13-9-5, may be 250 

applicable to this section in the event of any nonconformities. 251 

 252 

13-12-7: DESIGN STANDARDS: 253 

   A.   Parking Plans: Plans for any proposed parking area shall be submitted to the 254 

development services department at the time of application for site plan approval. If the 255 

project does not require site plan approval, the parking plan shall be submitted with an 256 

application for a building permit . The plan shall clearly indicate the proposed 257 

development, including location, size, shape, design, curb cuts, lighting, landscaping and 258 

other features of the proposed development. 259 

   B.   Driveway Access To Public Street : Every required parking area shall have 260 

unencumbered driveway access to a public street. Such access shall be through platted or 261 

recorded easements, reciprocal arrangements or other guaranteed means. 262 

      1.   Unless otherwise approved by the Planning Commission, all public driveways 263 

accessing a public road shall be located a minimum of 50 feet from other driveways or 264 

streets. One-way driveways shall have a minimum width of 12 feet. Two-way driveways 265 

and all driveways on developments of one acre or larger in size shall have minimum widths 266 

of 20 feet. 267 



 

      2.   Unless approved by the Planning Commission, parking lots shall not directly access 268 

arterial or collector streets but shall access such streets by way of an internal roadway 269 

system designed and constructed to City standards. 270 

      3.   Nonresidential traffic on local streets should be minimized and directed out of 271 

neighborhoods. Parking lot access for nonresidential uses shall not be permitted from local 272 

or collector streets if adequate access is available to major streets. 273 

   C.   Parking Lot Design: 274 

      1.   Parking lots and areas shall be graded and drained to dispose of all surface water. 275 

Surface water drainage shall not be permitted to cross a public sidewalk. 276 

      2.   Concrete curb walls shall be provided at the perimeter of all permanent parking lots, 277 

around interior parking lot landscaping, and at the edges of driveways. 278 

   D.   Parking Structures: Multilevel or basement parking facilities may be used; provided, 279 

that parking structures are treated as buildings for purposes of yard, lot, building , 280 

landscaping and other requirements of this chapter. 281 

   E.   Lighting: Any lights used to illuminate a parking lot shall be arranged to reflect the 282 

light away from adjoining lots in all zones. Lights shall also be shielded to reduce or 283 

eliminate uplighting. Parking lot and security lighting shall not exceed a maximum of 15 284 

feet in height, including lamp, pole and base, within 150 feet of a residential district. 285 

Parking lot and security lighting should not exceed a maximum of 25 feet in height in 286 

nonresidential districts, except in SC-2 and SC-3 Commercial Zones, where such lighting 287 

shall not exceed 42 feet in height. All light levels shall not exceed one foot-candle power at 288 

the property line. 289 

   F.   Pedestrian Safety: To the maximum extent possible, pedestrians shall be separated 290 

from vehicles and bicycles. Where complete separation of pedestrians and vehicles and 291 

bicycles is not possible, potential hazards shall be minimized by the use of techniques such 292 

as special paving, grade separations, pavement marking, signs or striping, bollards, median 293 

refuge areas, traffic calming features, landscaping , lighting, or other means to clearly 294 

delineate pedestrian areas, for both day and night use. 295 

      1.   Parking plans shall include site amenities that enhance safety and convenience and 296 

promote walking or bicycling as an alternative means of transportation. Site amenities may 297 

include bike racks, drinking fountains, canopies and benches as described in the City 298 

bicycle and pedestrian plan. 299 

      2.   Walkways shall link street sidewalks with building entries through parking lots. Such 300 

walkways shall be grade separated from the parking lot with a paved surface not less than 301 

six feet wide. 302 

      3.   Where necessary for primary pedestrian access to cross drive aisles or internal 303 

roadways, the pedestrian crossing shall emphasize and place priority on pedestrian access 304 

and safety. The material and layout of the pedestrian access shall be continuous as it 305 

crosses the driveway. Any breaks in continuity shall be in the driveway paving and not in 306 



 

the pedestrian accessway. The pedestrian crossings must be well marked using pavement 307 

treatments, signs and landscaping . 308 

   G.   Bicycle Facilities: Commercial, civic, employment and multi-family residential uses 309 

shall provide bicycle facilities meeting the following standards: 310 

      1.   Bicycle parking spaces, equal to five percent of vehicular parking spaces, shall be 311 

provided in all developments. 312 

      2.   For convenience and security, bicycle parking facilities shall be located near building 313 

entrances and shall be visible from the land uses they serve. However, such facilities shall 314 

not impede pedestrian or automobile traffic flow or cause damage to plant material from 315 

bicycle traffic. 316 

      3.   Bicycle parking racks shall be designed to allow the bicycle frame and both wheels to 317 

be securely locked to the rack. The rack shall be of permanent construction, such as heavy 318 

gauge tubular steel with angle bars permanently attached to the pavement foundation. 319 

Bicycle parking areas shall be at least two feet wide and five and one-half feet long, with 320 

additional backout or maneuvering space of at least five feet. 321 

   H.   Urban Design Standards For Parking Lots: 322 

      1.   Parking lots shall be buffered from adjacent residential properties and screened 323 

from streets so that cars are not visible below the average height of the headlights. 324 

      2.   Access drives, internal circulation drives, parking areas and pedestrian walkways 325 

shall be designed to provide safety and convenience for both motorists and pedestrians and 326 

to ensure access for the physically disabled. 327 

      3.   For office and retail commercial projects, every parking space shall be no greater 328 

than 150 feet from a sidewalk leading to the building or from a building entrance, and a 329 

shade tree shall be placed every 30 feet along the walkway except at driveway crossings. 330 

      4.   Saving mature landscaping enhances street character. With the exception of safety 331 

considerations, location of driveway curb cuts for parking lots shall not cause the removal 332 

of mature landscaping. 333 

      5.   Joint use of parking is encouraged in order to reduce trips. Access to and the location 334 

of new parking areas shall relate to adopted area plans, planned parking in the area, or to 335 

existing area parking schemes. 336 

      6.   The number of curb cuts shall be minimized and pedestrian access enhanced. Surface 337 

parking design shall utilize shared access drives with adjacent, similarly zoned properties 338 

to reduce interference with pedestrians. 339 

      7.   Parking facilities exist for many years and must integrate with the future 340 

surrounding uses. Parking lot design shall consider future planned and existing uses of 341 

adjacent sites. (2001 Code § 89-6-606; amd. 2009 Code; Ord. 10-20, 7-28-2010; Ord. 13-17, 342 

4-24-2013) 343 



 

   I.   Signs : All signs in residential districts shall comply with the provisions governing signs 344 

in this title and title 12 of this Code . (2001 Code § 89-3-307; amd. 2009 Code; Ord. 11-09, 345 

4-6-2011; Ord. 11-35, 11-22-2011; Ord. 15-32, 11-4-2015; Ord. 18-35, 11-7-2018; Ord. 19-346 

50, 12-11-2019, Effective at 12 noon on January 6, 2020) 347 

 348 

13-12-8: REQUIRED PARKING SPACE AND PARKING MODULE DIMENSIONS: 349 

   A.   Standard Requirements: Unless otherwise modified by this chapter or required or 350 

preempted by state law, parking stall and module dimensions shall be as follows: 351 

      1.   Parking Space Dimensions: 352 

         a.   Carports: Minimum inside dimension of nine feet by 20 feet for each parking space. 353 

         b.   Garages: Minimum inside dimension of ten feet by 20 feet, and minimum door 354 

width of eight feet for each parking space. 355 

         c.   Standard stall: Nine feet by 18 feet. 356 

         d.   Handicapped stall: Standard size, plus four foot unloading area. Spaces for vans 357 

shall be a minimum of 11 feet wide plus a five foot unloading area. Loading area may be 358 

shared with adjacent handicapped stall. 359 

         e.   Angled stalls: As per subsection B3 of this section. 360 

         f.   Parallel space: Eight feet by 22 feet. 361 

         g.   Stacking space: Nine feet by 20 feet. 362 

 363 

      2.   Aisle And Driveway Widths, Backing Space, As Per Matrix: 364 

         a.   Backing space shall be provided for all parking areas so that cars will not back onto 365 

a public street . Public sidewalks shall not be used as part of the required backing area. 366 

         b.   Separate exits shall be provided for angle and one-way parallel parking so that cars 367 

will not exit by backing onto a street . 368 

      3.   Reduction Of Parking Stall Length: Parking stall length may be reduced by two feet 369 

where such spaces abut a planter or sidewalk area bordered by a low curb acting as a 370 

wheel bumper, provided the following requirements are met: 371 

         a.   Where the parking spaces are on only one side, the planter area shall have a 372 

minimum width of four feet and a sidewalk shall have a minimum width of six feet; and 373 

         b.   Where the parking spaces are on two sides, the planter area shall have a minimum 374 

width of eight feet, and a sidewalk shall have a minimum width of eight feet. 375 



 

   B.   Modification Of Parking Stall And Module Dimensions: Parking stall and module 376 

dimensions may be modified using the following tables: 377 

      1.   Parking Stall Width: 378 

  379 

Type Of Use Parking Stall 

Width 

Low turnover (employees, students, etc.) 8'3" - 8'6" 

Low to moderate turnover (offices, regional retail centers, long term 

parking, etc.) 

8'6" - 8'9" 

Moderate to high turnover (community retail, medical facilities, etc.) 8'9" - 9'0" 

      2.   Wall To Wall Module Dimension: 380 

Stall Angle Small Car Large Car 

Stall Angle Small Car Large Car 

45 42'0" 49'0" 

50 43'6" 51'0" 

55 45'0" 53'0" 

60 46'0" 55'0" 

65 47'0" 56'6" 

70 48'0" 58'0" 

75 49'0" 59'6" 

90 51'0" 62'0" 

   

    3.   Adjustments: Adjustments to modules may be made as follows: 381 

         a.   If every parking stall along one side of the parking aisle has an overhang area, the 382 

modules above can be reduced by two feet for each side of overhang. 383 

         b.   For each one inch of additional stall width, the module may be reduced three inches 384 

to maintain the same level of comfort. 385 

         c.   If parking structures are used, the modules may be modified to match the most 386 

current Urban Land Institute (ULI) parking standards for structured parking. Type of use 387 

based on vehicle turnover shall be determined by the Zoning Administrator . Compact stalls 388 

under the standard minimum lengths and widths may be considered only in such situations 389 

where structural impediments create unique hardships; such hardships shall be 390 

determined and approved by the Zoning Administrator. Approved compact stalls shall be 391 

clearly marked. 392 

  393 



 

Small Cars 394 

Parking Angle 395 

Interlock Reduction (I) 396 

Overhang Clearance (O) 397 

Vehicle Projection (VP) 398 

Aisle Width (AW) 399 

Module Widths 400 

W1 401 

W2 402 

W3 403 

W4 404 

W5 405 

45° 406 

2'0" 407 

1'5" 408 

15'3" 409 

11'6" 410 

26'9" 411 

42'0" 412 

40'0" 413 

38'0" 414 

39'2" 415 

60° 416 

1'5" 417 

1'9" 418 

16'4" 419 

13'4" 420 

29'8" 421 



 

46'0" 422 

44'7" 423 

43'2" 424 

42'6" 425 

90° 426 

0'0" 427 

2'0" 428 

15'6" 429 

20'0" 430 

35'6" 431 

51'0" 432 

51'0" 433 

51'0" 434 

47'2" 435 

  436 

 437 

  438 

Large Cars 439 

Parking Angle 440 

Interlock Reduction (I) 441 

Overhang Clearance (O) 442 

Vehicle Projection (VP) 443 

Aisle Width (AW) 444 

Module Widths 445 

W1 446 

W2 447 

W3 448 

W4 449 



 

W5 450 

45° 451 

2'4" 452 

2'1" 453 

18'0" 454 

13'0" 455 

31'0" 456 

49'0" 457 

46'8" 458 

44'4" 459 

44'10" 460 

60° 461 

1'8" 462 

2'7" 463 

19'6" 464 

16'0" 465 

35'6" 466 

55'0" 467 

53'4" 468 

51'8" 469 

49'10" 470 

90° 471 

0'0" 472 

3'0" 473 

18'8" 474 

24'8" 475 

43'4" 476 

62'0" 477 



 

62'0" 478 

62'0" 479 

56'0" 480 

  481 

Legend: 482 

   W1   =    Module width (wall to wall), single loaded aisle 483 

   W2   =    Module width (wall to wall), double loaded aisle 484 

   W3   =    Module width (wall to interlock), double loaded aisle 485 

   W4   =    Module width (interlock to interlock), double loaded aisle 486 

   W5   =    Module width (curb to curb), double loaded aisle 487 

   VP   =    Projected vehicle length, perpendicular to aisle 488 

   O   =   Overhang clearance 489 

   I   =   Interlock reduction 490 

(2001 Code § 89-6-607; amd. 2009 Code; Ord. 10-20, 7-28-2010; Ord. 13-17, 4-24-2013) 491 
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